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BUCKETS, MATERIAL HANDLING

GENERAL BUCKET

 • Efficient design
 • Heavy Duty construction
 • Cutting edge designed for bolt on teeth

The MultiOne bucket design enables good visibility to the cutting 
edge, making loading, grading, and dumping more efficient.  
Heavy duty steel construction includes slide wear bars on the 
bottom of the bucket, and the cutting edge is designed for bolt-
on teeth.

Model Volume Width Deep Height Weight Nr. of teeth Code Price
80 85 l (3 ft3) 80 cm (31.5 in) 63 cm (26.4 in) 47 cm (20.5 in) 40 kg (88 lbs) 4 C890001
90 100 l (3.5 ft3) 90 cm (35.4 in) 67 cm (26.4 in) 47 cm (18.5 in) 44 kg (97 lbs) 4 C895021
110 205 l (7.2 ft3) 110 cm (43.3 in) 63 cm (24.8 in) 52 cm (20.5 in) 72 kg (159 lbs) 6 C890006
130 240 l (8.5 ft3) 130 cm (51.2 in) 63 cm (24.8 in) 52 cm (20.5 in) 93 kg (205 lbs) 8 C890005
150 280 l (9.9 ft3) 150 cm (59 in) 63 cm (24.8 in) 47 cm (18.5 in) 106 kg (234 lbs) 9 C890004

Compatibility
Model
80
90
110
130
150

Very compatible Compatible Not compatible

Accessories
Weight Code Price

Tooth 1,7 kg (3.7 lbs) C890007

FEATURES & BENEFITS

http://tiny�cc/generalbucket
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